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IMPLEMENTATION GUIDE

Catchwords of this part are:

- Program Description and Operation
- How to Compile and Link

- System Restrictions

- Standard Library Description

- Utility Library Description

The Introduction to Modula-2 explained the Modula-2 language by comparing it to
its predecessor, Pascal. Here, you will learn to operate the programs that pertain to
the Modula-2 System for Z80 CP/M. Also covered in this section are the descrlptlons
of the library modules that are delivered with this implementation.

There are several Modula-2 conventions that are at best strange for CP/M users. For
instance, a ReadString operation terminates not only upon receipt of a CR character
denoting a line's end, but also upon receipt of a space. So, please read the
specifications of each and every library module carefully before using it.
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Chapter 1. Program Operation and Usage

In this section, the programs of the Modula-2 System and their particular usage will
be explained.

Section 1. File Types used by the System

The files used by the System can be categorized after their type. This is done in the
following table.

1. Table Of File Types

The Modula-2 System uses the following file types:

Type Usage

MOD Files of type MOD are used to store the source text of
Program Modules or IMPLEMENTATION MODULEs. They are
compiler input files.

DEF DEF-typed files serve as DEFINITION MODULE source holders.
Like .MOD files, they are compiler input files.

MSY From each successful compilation of a DEFINITION MODULE, a
so called symbol file results. These are of type MSY. These
files are generated by the compiler and are also compiler input
files.
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Type Usage

MRL Upon successful compilation of a MOD file, the compiler
generates an object file or relocatible file. These files are
of type MRL. They are also linker input files. Why MRL, not
REL: Although there exist already a whole bunch of more or
less compatible derivations from the standard Microsoft REL-
Format, we decided to create a new, not directly compatible
variant. This was necessary to have longer names than 8
characters, among other reasons. For a more detailed
discussion, please have a look at the appendix The MRL
Format.

MAC If you selected the assembler output commandline switch of
the compiler, a Microsoft M80 compatible MAC file is created
instead of the usual MRL file.

NOTE - You cannot simply create all MAC files, assemble
them and link them using L80, because the Modula-
2 linker does some work that cannot be done by
L.80. Please read the assembly language interface
section in the Advanced Programming Guide for
more information concerning this topic.

MAP Upon request, the linker creates a file of the addresses of all
symbols that are known to him. "Known" are only symbols that
are imported by some moduie. These files are of type MAP;
they are not compatible with SYM files.

LST The compiler lister generates a file of type LST upon unsuc-
cessful compilations (i.e. if the compiler found errors in your
source program). The compiler's error messages are in-
terspersed with your source code.

REF The reference lister generates files of type REF.

COM The linker generates standard executable command files of
type COM.
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Type Usage
R2M Files of this type are supposed to contain name translation
tables for assembly language modules. For further information
about assembly language integration, consult the Advanced
Programming Guide.
$5% This file type is used by the compiler for its intermediate files.

Should there rest any on your disk after an interrupted
compilation, you can delete all of them without danger.

2. Modula-2 Program Files

Program files (they are also referenced to as compiler input files) can be created
and updated with any ASCI} text editor (WordStar, Magic Wand, Mince, PolyVue,...).
The compiler isn't sensible regarding the "unused" hi bit of characters; you can even
edit your programs in WordStar's famous "document mode" without you having to use
PIP to get a clean compilation.

The compiler doesn't accept control characters in string constants. Control
characters are ASCI!I NUL (0C, OH) .. ASCIV US (37C, 1FH) and ASCII DEL (177C,
7FH)) .

3. Symbol Files

From a DEFINITION MODULE compilation, a so called symbol file results. It
contains a compressed representation of the information contained in the definition
module. It also contains extracts of all modules imported by that definition module.
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Section 2. Program Description

All programs of the Modula-2 System for Z80 CP/M will subsequently be
described. All options and switches of each program are presented.
Therefore, you can use this chapter as a reference manual for program
operation. First, let us introduce the general calling conventions for all
programs of the System.

i. General Calling Conventions

All programs of the System use the same command line interpreter and therefore, all
of them are similar to use, i.e. to invoke. How you can do this is explained in this
section.

There are two forms of calls:

(1)  AsProgramName CommandLine <CR>

(2) AsProgramName <CR>
*CommandLine <CR»>

'ProgramName’' denotes the actual name of the program you want to invoke. It is
given later in the detailed program descriptions. The form of the 'CommandLine' is
for both call forms as follows:

ModuleFileName {"/" Switch} .
ModutleName ["." ModuleType] . 1
character {character | digit} .

CommandLine
ModuleFileName
ModuleName

ModuleType = "DEF" | "MOD" .

Switch = character [":" (HexNumber | DecNumber | String)] .
String = character {character} .

DecNumber = digit {digit} .

HexNumber = HexDigit [HexDigit [HexDigit [HexDigit]]] .
HexDigit = digit | "A" | . | "F" .

digit ="o" | . ] o,

! The ModuleType addition is not allowed in the linker and the converter.
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character =mar | LLzt et | L | 2"

When you call a program using form (1), it signs on this way:
MODUILA-2 <Program Function> for Z80 CP/M Version dd-mm-yyyy
The program immediately starts his activity.

If you call one of the programs by using the second invocation variant, it signs on as
follows after you entered the first line:

MODULA-2 <Program Function> for Z80 CP/M Version dd-mm-yyyy
¥*

The star prompt is displayed and the cursor is placed right behind it. Now, you can
enter the command line, which is terminated by another hit of the RETURN, ENTER,
or NEW LINE key on your terminal.

NOTE - None of the programs is case sensitive in its command line.
NOTE - The command line interpreter is tolerant against spaces that are

entered before the program name, i.e. typing

A> mc myprog/v <CR»>

actually compiles what you intended to compile, 'myprog' in verbose
mode, and not 'mc’.

You may make a mistake when entering a command line. Errors of this kind are
flagged by the following messages:

---- Filename Expected

~--- lilegal Command Line

---- {ilegal Switch /x ("'x' is what you entered)
-—-~ f{llegal Use of x-Switch ( " )
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In most cases, they lead to another star-prompt. Just start over and enter the whole
line again. If you have specified an unknown file name, all the programs abort with
the following message

-~-- FILENAME.TYP Not Found
Another error message can occur when your disk is nearly full on program start and
during the execution, the disk really fills up. Then, either

---- DISK FULL (or Directory Full)
or

---- Cannot Write to FILENAME.TYP
resp.

---- Cannot Create FILENAME.TYP

appear as error messages before the programs abort.

After this general remarks about program invocation and error messages, you will find
detailed descriptions of each program including an ‘action summary' describing what's
going on during you're waiting for the respective program to finish, together with a
detailed description of the switches of each one, as well as some remarks about
program input-, output- and intermediate files.
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2. MC the Modula-2 Compiler

a) General Description

The compiler's duty is to analyze your program source text, to check it for errors,
and finally to create a machine language program that is equivalent to your source
program. This whole process is called a compilation of your program.

The Modula-2 Compiler for Z80 CP/M accomplishes this task in four steps or four
passes.

Pass 1 checks the program syntax. It detects all syntax errors except for misspelled
identifiers (remember, Modula-2 distinguishes upper- and lowercase in identifiers). If
it finds errors, then, depending on the mode you selected for the compilation, it
either writes an 'E' for the first of every ten errors, or it outputs for each error a
message of the form

Error eee on line [lll, pos. ppp

'eee' is a 1 to 3 digit error number. 'llilI' indicates the line on which the error
occurred, first line of your program being tine one, 'ppp' the position, the first
position on each line being position one. For each error, a beep sounds. If you
selected the verbose output and a serious error is detected, then the compiler stops
after Pass 1; in non verbose mode, the lister is called. You can look up the error
messages at the very end of manual, just before the index.

Depending on the seriousness of your error(s), Pass 1 either calls the lister or it
'remedies' your error(s) so that Pass 2 can work properly on your program. Among
others, missing semicolons and Pascal-style BEGINs are 'corrected'. The correct(ed)
version goes to

Pass 2, which checks all declarations for correctness and suitability. This is the
place where some of the misspelled identifiers are likely to be detected. The error
handling is the same as in Pass 1, but Pass 2 doesn't make any corrections and
assumptions whatsoever on its own. If no error is detected and depending on what
you compile, it calls either the SymPass (for definition modules) or

Pass 3 which does all the type checking and will flag all of the unknown identifiers
resulting from misspellings. The error handling is the same as in the previous passes.
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Additionally, Pass 3 tests if any errors occured in Pass 1 (the corrected ones). For
safety's sake, it aborts compilation if Passes 2 and 3 found no error, while Pass 1 had
corrected some minor ones. If no errors occur,

Pass 4 gets in command of the system. Its task is to generate code. Normally, no
error occurs in it; should there be an error, it will be a fatal one which ends the
compilation with a message looking like:

Expected Token: mm Received Token: nn *¥%**
**%* Compiler Error 5xx on Line Il

Such errors always flag an internal compiler error. If you get one, please send us a
preferably small listing that provokes it. We'll try to fix it as soon as possible.

If you request a listing by a command line option, Pass 4 passes control to the lister
after a successful compilation. The output of Pass 4 is called an object file or a
relocatible file, if the assembly language output has been selected, it is called an
assembler file.

SymPass is called by Pass 2, if you compile a definition moduie. It generates a
symbol file.

The last part of the compifer is the Lister. Its task is to merge the compiler's error
messages with your source program into a listing file that has numbered lines and
error messages in it. The error messages look as foliows:

KKK -~ nnn

The 'star bar' is between line numbers; 'nnn' represents the error number that
applies to a symbol beginning just above the up arrow ('"'). Should there be any
errors that apply to the beginning or end of the file, they are indicated at the
beginning or end of the file as follows:

/ nnn,nnn,...

As in the above form, 'nnn' are (different) error numbers. The error message
explanations are located at the very end of the manual, just before the index.
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b) Technical Description

ProgramName MC

Input Files of type DEF or MOD. Pass 2 needs files of type
MSY of all imported modutes. Default file type is MOD,
i.e. if you simply enter a file name without type, the
type is assumed to be MOD.

Intermediate Several files of type $$$ are used. They are all deleted
after a successful compilation. After an interrupted one,
you can delete all of these files without danger.

Output Depending on the type of the compiled module and on the
commandline switches, either a MSY, a MRL or a MAC
file will be created. If compilation errors occur and you
didn't select verbose mode (see later), a LST file is
generated by the lister.

Switches /A, /L, /V, /X,

The A switch selects assembly language instead of the default MRL format
file to be output. The output file bears the MAC type in this case. Please
read the Advanced Programming Guide if you want to use this output
not just to see how well the compiler optimizes. (Default: MRL output)

The L switch is used to force the compiler to generate a listing also on
clean compilations. Please consider the use of MX the reference lister (see
fater). (Default: No listing)

To make the compiler verbose, set the V switch. Several informations
about usage of tables internal to the compiler is written to the screen in
this case. (Default: non verbose)

The X switch directs the compiler to delete the file '$3$3$.SUB' and thereby
interrupts the execution of a submit file if an error occurs. (Default:
submit continues)
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NOTE - The file name of a given module has to coincide with the first eight
characters of the module name (less if the module's name is shorter). To
'coincide' means that all characters are uppercased. No lower case
characters are allowed in file names to fulfill the CP/M conventions.

NOTE - Ali compiler switches may also be embedded in the source code in the
usual form (i.e. (*$A+ *), (*$L- *)). This comment may stay anywhere in
the source code. If you specify one switch multiple times, only the last
setting will be acted upon.

c) Examples

NOTE - In accordance to the typographic conventions, all user input is
underlined in the examples.

- The definition module 1nOut shall be compiled.

A>MC INOUT.DEF <CR»>

MODULA-2 Compiler for Z80 CP/M  Version 17-03-1985
Compilation of INOUT.DEF

P1.

P2.

SymPass.

As>

resulting from this compilation is the file 'INOUT.MSY".

- Next, the implementation module InOut is to be compiled; the
generation of a listing is forced.

A>MC INOUT/L <CR»>
MODULA-2 Compiter for Z80 CP/M Version 17-03-1985
Compilation of INOUT.MOD
Plececvvarannans
imported Modules:
INQUT JSY - InQut

TERMINAL.MSY - Terminal
SEQIO JSY - SeqlO
QOONVERS 1 .MBSY - Conversions
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STRINGS .MSY - Strings
MOVES MSY - Moves

Lister
No Error detected
A>

This compilation generated 'INOUT.MRL' and 'INOUT.LST'.

- Working in verbose mode, the compiler shall compile the program
module MAIN.

A>MC MAIN/V <CR>
MODULA-2 Compiler for Z80 CP/M Version 17-03-1985
Compilation of MAIN.MOD
P1......
307 bytes and 27 names in name table
Imported Modules:
INOUT  .MSY - InOut

Code Size: 1307 bytes
Data Size: 54 bytes
A>

The resulting file is '"MAIN.MRL".
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3. ML the Modula-2 Linker

a) General Description

The linker's duty is to join different relocatible files to form an executable program.
The Modula-2 Linker is implemented as a two pass linker (no, we do not have an
acute multipassitist).

Pass 1 searches all parts of the program (including all library modules that are used
by it) and collects the information that

Pass 2 needs to generate an executable program.

This split into two passes was done for the following reasons:

- You can link programs as big as 64 kBytes.

- The symbol table space got bigger.

- The linker automatically finds all modules necessary to construct the
program in its first pass. This makes it amazingly simple to operate.

- All modules that are used by your program-to-be-linked have to be
initialized before the program body (the main program) executes. If
one of your modules relies on a second one, it is intuitively clear
that the second one has to be initialized before the first one. This is
also assured by the linker.

The runtime library MODLIB.MRL is necessary to get the linker doing its task. The
compiled code heavily relies on little routines that are collected in MODLIB.

Normally, the linker works in-memory, i.e. it links the program and then flushes its
buffer to disk creating your executable program file this way.
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Now, if your program gets really big, the linker starts to flush its buffer as soon as
no more space for a module is available. This continues until either your program is
linked completely, or 64 kBytes are reached. In the second case, we recommend for
instance a VAX computer‘.

Another possibility to reach the linker's limits are to create single modules of more
than 25000 bytes of code. This would equal to about 4000 source program lines,
according to our experiences. In this case, the linker outputs a very concise error
message:

---- Module Too Big

and aborts its operation. Don't you think you can split up such an enormous module?

b) Technical Description

ProgramName ML

Input Fites of type MRL.
Output A COM file, upon request (see /M) also a MAP file.
Switches /Cixxxx, /Dixxxx, /Hixxxx, /Jixxxx, /L, /M, /N,

/O:FileName, /S:FileName, /Tixxxx, /V, /X.

The C switch serves to set the code start address and is used in ROM
applications only. (Default: /C:100)

The D switch is the data counterpart of /C. As the above one, it is used
only in ROM applications. {Default: First data byte after last code byte)

If you want your product to be mentioned here, please contact us. Make sure that
it has more memory capacity than a Z80 and that a Modula-2 compiler (preferably
made by ourselves) is available for it. Thank You.
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The H switch allows to set the heap start to a specific address. The heap
is the area used to dynamically allocate memory by means of the NEW and
DISPOSE procedures. You need to set it in either ROM applications or in
program systems with shared data. (See Advanced Programming Guide
for more information regarding this topic. (Default: First heap byte after
last data byte)

The J switch serves to reserve space in front of the actual program start.
A jump around an area of xxxxH-3 bytes is placed in the first three code
locations. You can insert a copyright message, for instance. (Default: no
jump generated)

The L switch directs the linker to show the order in which the moduie
initializations (the bodies of implementation modules) are executed, along
with a list of the requests of each module. For each module, the linker
shows if it has an initialization or not by a (+) or (-) following the
module's name plus a list of the file names of all modules requested by the
current one. (Default: no list of initalizations)

The M switch directs the linker to create a MAP file containing all visible
symbols of a program. MAP files aren't SYM file compatible, i.e. you
cannot read them into SID or ZSID. This is because the Modula-2 System
allows for much longer names than the normal REL format. (Default: no
symbo! map)

Normally, every program initializes its heap on startup. To be able to
retain the heap across several chained program parts (as for instance in
the compiler), you can direct the linker to omit the code that does this
initialization. This is done by specifying the N switch. Programs linked
with the N switch are still stored as COM files, but when started from
CP/M, they print the error message

~---- Modula~2 Runtime Error: Cannot Execute Chain File
Refer to the Advanced Programming Guide for more information about

this topic. (Default: Heap gets initialized on program startup)

The O switch allows to specify an arbitrary output file name instead of
the main program file name. The COM as well as the MAP file will bear
the specified name. (Default: output name is main program name)

The S switch allows the user to specify a shared data module. A shared
data module may not contain any code. The end address of the shared
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data module is defined to be the address of the first heap byte - 1. So, it
is located just below the heap. This implies that /S demands that /H is
used, too. The Advanced Programming Guide contains more information
about sharing data between several programs. (Default: no shared data
module)

The T switch is used to set the Top Of Stack. This switch is used for ROM
applications only. (Default: Stack Top is indicated by address found at
locations 6,7 at program start)

The V switch sets the linker to the verbose mode. You will see the size of
code and data of each of the nonMODLIB modules in your program, as
well as a statistic about code-, data-, heap- and stack size, several start
and end addresses, etc. In the normal mode, the linker just outputs a dot
per module in both passes. (Default: non verbose)

The X switch directs the linker to deiete the '$$3.SUB' file leading to
abortion of a submit operation if errors occur during the linkage process.
(Default: submit continues)

NOTE - The linker is able to detect circular references. These are created
by so called cross-imports. These can be explained as follows: You
program two library modules, say X and Y. X.MOD uses variables or
procedures declared in Y.DEF. Y.MOD, on the other hand, uses variables
or procedures declared in X.DEF. The whole thing is often referred to as
chaotic programming style -- don't worry, this can happen to everybody.
Such a (non-fatal) mishap is announced by a message of the form

-~--- Circular reference detected -- FILNAME1 FILNAME?2

The order of the two initializations will be arbitrary. You can see how it
is actually done by using the /L switch. Piease note that there may be
circular references among more than two modules. This is just a warning
and therefore, it is non-fatal.
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c) Anatomy of a linked Modula-2 Program

A linked program loaded into the memory looks as follows:

o e +<-- T switch value
stack grows down

heap grows up

e e e +<-- H switch value
| shared data (/S) |
R it +
global data
et et T +<-- D switch value

o e e +
|initialisation calls]|
et ittt T +<-- J switch value
| reserved table |
e ettt +<-- C switch value

The default values of the switches are appropriate for CP/M .COM files.

d) Examples

Some examples should show you that this sounds all a lot more complicated than it
actually is.
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- The program CopyFiles is to be linked. Let's name it simply 'COPY"'.

A>ML COPYFILE/O:COPY <CR»>
MODULA-2 Linker for Z80 CP/M Version 17-03-1985
e

- Next, we will link the program ERATOS. The linker works in the verbose
mode; it also generates a MAP file.

A>ML ERATOS/V/M <CR»>

MODULA-2 Linker for Z80 CP/M Version 17-03-1985
P1

ERATOS Code: 265 Data: 8201
TERM1 Code: 417 Data: 12
Initial Code Start: 100H End: 10DH Length: 14
Code Start: 10EH End: 532H Length: 1061
Data Start: 533H End: 2650H Length: 8477
Heap Start: 2651H

Stack and Heap Space: 48037 bytes (on this System)

P2acrrseennienanas

A>

This results in 'ERATOS.COM' and 'ERATOS.MAP'.
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4. MP the Patcher

a) General Description

The patcher serves to install the search paths in the compiler and the linker. All
other programs do not reguire installation. Normally, installation is performed once
only. The system as distributed is installed as used for "normal" two drive systems,
i.e. search paths "@AB" for both data and programs in compiler and linker.,

WARNING - do NOT install on your distribution disks! Use your master diskette
for this purpose.

b) Technical Description

ProgramName MP

Input User entered search path definition and MC.COM as well
as ML.COM.

Output Installed versions of MC.COM and ML.COM.

Switches None.

c) Examples

Refer to the Startup Guide for sample installation dialogues.
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5. MX the Reference Lister

a) General Description

This tool serves to create line numbered listings with or without an added reference
table that lists for every identifier the numbers of each line on which it appears.

Every 16 lines, MX writes a dot to the console.

There are several formatting options provided, including page length, line length,
direct output to the printer, and suppression of the table generation. The reference
lister -as the compiler lister- automatically expands hard tabs.

The reference lister sets a header at the top of each page. For each program listing
page, this header takes the form

Reference-Lister for MODULA-2 Version 19-03-1985 Page P-x
Listing for : FILENAME.TYP

On all reference table pages, the header looks like

Reference-Lister for MODULA-2 Version 19-03-1985 Page X-x
Listing for : FILENAME.TYP

Where 'x' denotes the actual page number in both headers.

Every 16 program lines, a dot is written to the console to show the program's
progress.




Implementation Guide
Reference Lister
Page 1G-21

b) Technical Description

ProgramName MX

Input Files of type DEF or MOD. Default file type is MOD, i.e. by
specifying no file type, you will get a reference listing of the
MOD file of the specified name. This is equal to the compiler's

practice.
Output Files of type REF, or direct printer output (see /P).
Switches /l:ddd, /L:ddd, /P, /W

The I switch serves to define how many spaces the text shall be indented
from left margin in characters. (Defautt: 15 characters indent)

The L switch allows to set the page length, i.e. the number of program
lines that will be printed per page. Please note that the header is 3 lines
high and cannot be changed. (Default: 60 program lines per page)

Setting the P switch routes the output directly to the printer instead of
creating an output file. (Default: File output)

The W switch controls the generation of a reference table. Setting /W
suppresses this table. (Default: table added to the listing)
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c) Examples

- A listing of the definition module InOut is to be generated. No indent shall be
made.

A>MX INOUT.DEF/1:0 <CR>
MODUL.A-2 Reference Lister for Z80 CP/M Version 19-03-1985
Writing Reference Listing of INOUT.DEF

- The implementation module InOut shall be listed without a reference
table, output shall be routed to the printer directly.

A>MX INOUT/P/W <CR>

Modula-2 Reference Lister for Z80 CP/M Version 19-03-1985
Printing Listing of INOUT.MOD
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6. MR the REL-MRL Converter

a) General Description

This program is used only if you want to integrate assembler modules into your
program. If you don't intend to use assembly language modules, you can skip this
section.

To be able to integrate assembler modules into a Modula-2 program, you have to
read the assembly language interfacing section in the Advanced Programming
Guide.

The duty of MR is to convert machine code that is stored as a subset of the
Microsoft REL format to the Modula-2 MRL format.

To accomplish this task, you have to provide
- The REL file of the module

- Eventually a name translation table stored in a R2M typed file.

The format of the name translation table is described in the above- cited assembly
language interfacing section of the Advanced Programming Guide.
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b) Technical Description

ProgramName MR

Input Files of type REL, eventually a translate table in a file of type
R2M..

Output A MRL typed file.

Switches /C, /C:FileName, /O:FileName, /V

The C switch serves to specify a translation table file. Its name defaults
to the name of the input file. If you want to use this R2M file, use /C
only. By specifying a file name, the file FILENAME.R2M is used as a
translation table. This is useful to build a 'library' of names to be
translated and their translations. {Default: no translation table)

The O switch altlows you to specify the output file name. This file name
also serves as the default module base name, if no translation is done. An
example: An assembled module containing the entry points GET and PUT is
is translated by

A>MR JODRV/O:PORTIO <CR>

This results in an MRL module containg the entry points PORTIO.GET and
PORTIO.PUT.

The V switch serves to switch MR into the verbose mode. Has only an
effect if a translation table is used. In that case, all the translations are
listed on the screen.
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c) Examples

- Let us convert MOVES.REL to MOVES.MRL using MOVES.R2M as translation
table.

A>MR MOVES/C/V <CR>
Modula-2 REL to MRL converter for Z80 CP/M Version 27-12-1984

MOVES --> Moves

MVL --> Moves.Movel eft
MVR --> Moves.MoveRight
FILL --> Moves.Fill

A>

Chapter 2. System Restrictions

There are several restrictions you have to watch for. These are:

- string constants may not exceed 128 characters. They have to be on
a single source line.

- structures may have a maximum size of 32767 bytes. This applies to
records and arrays.

- Standard procedure and function procedure names may not be
redefined nor assigned to procedure variables.

- Type transfers by means of Type ldentifiers are restricted to either
both argument and result having array or record structure
(structured) or being scalars (unstructured), even if the sizes are
the same.

- CASE labels may be in the INTEGER range only (-32768 .. 32767).
The compiler allows for 256 labels (where each element of a range
counts as one label) per CASE statement.

- FOR statements may have upper bound values up to MAX(INTEGER)
- StepWidth, or MAX(CARDINAL) - StepWidth, for FOR loops over
the INTEGER or CARDINAL range, respectively. An attempt to use
higher values generates an eternal loop because of the way bound
conditions are checked in the generated code. The same phenomenon
allows downcounting but to MIN(INTEGER) - StepWidth resp.
StepWidth for INTEGER and CARDINAL FOR loops. The lower bound
rule applies to enumerations, too.



Implementation Guide

System Res
Page 1G-26

trictions

No runtime error checking for INTEGER/CARDINAL overflow and
underflow, use of uninitialized variables or NIL pointer references is
done. The only error that gets detected is a stack - heap collision.

The maximum length of names which can be handled by the linker
are 24 characters. All of these identifiers have the form
"ModuleName.ObjectName'". The compiler issues a warning, if two
identifiers are differing only after the 14th character.

There may be 16 LOOPs nested into each other, maximum.

The compiler allows for 16 nesting levels, at most. This means that
you cannot nest more than 16 modules, procedures and/or WITH
statements. LOOP statements don't affect this nesting.

No variable expressions may be passed to an ARRAY OF WORD.
Constants and constant expressions as well as variables may be
passed freely, however.

The index of a ARRAY OF WORD is equal to the size (-1) of the
object passed to it in bytes. It is suggested to access ARRAY OF
WORD parameters bytewyse by using a POINTER TO CHAR. All this
results from TSIZE(WORD) = 2.
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Chapter 3. The Standard Library

Section 1. Iintroduction

Modula~2's great advantage is that you can buid toolboxes for specific purposes using
library modules. So, an important part of each implementation of Modula-2 is a
library that provides some basic tools as well as some more advanced ones. To have
some portability ensured, a standard library has been defined by Prof. Wirth,
Meanwhile, MODUS, the Modula-2 User's Society, works on an extended standard
library. Some of these proposed modules are present in the utility library of this
implementation (i.e. Strings, MathLib, Conversions and ConvertReal). As soon as the
standard is fixed, we will adopt it. Up to that time, the Volition Systems approach
will be adopted as far as possible.

The standard library provides several modules originaily postulated by Prof. Wirth in
Programming in Modula-2. These modules provide simple, easy to use, and portable
/0. Because of that portability, they are not best adapted to the environment which
they run on, except perhaps for the Lilith computer. The higher the level, the more
compromises were made regarding space requirements.

The whole standard library is constructed in levels or layers.

The top layer consists of InOut and ReallnOut. It is designed to be used for dialog
programming, i.e. for interaction between operator and computer.

The second layer is formed by Texts and RealTexts. This layer is in charge of the
text functions, i.e. providing procedures to read from and write to files and devices
in terms of text units like characters and lines. Also, it provides means to detect
end-of-line and end-of-text marks.

End-of-text (EOT) may or may not be identical to the end-of-file, since the CP/M
operating system accesses files in terms of 128-byte sectors, and you normally don't
care about them. These sectors are "translated" to single characters, lines, numbers,
etc. by the lowest standard library layer which consists of the modules SeglQ
{sequential file access) and the utility modules Conversions and ConvertReal which
provide conversions between ASCIl text and the standard data types CARDINAL,
INTEGER, and REAL. The CARDINAL conversion may be to any base from 2 to 63.
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Generally speaking, these modules are useful to make programs that have to be
portable among several impiementations of Modula-2. If you want small programs, you
have to resort to other |/O modules, eventually written by yourself. You can use all
the utility library modules to accomplish this task.

There is one exception to what has been said above: The module SYSTEM. Although
it is a standard module that is present in every Modula-2 implementation, its task is
to allow machine access, forcing machine dependency. SYSTEM is built into the
compiler of each Modula-2 implementation. It can be thought of as a part of the
standard objects.

NOTE - To keep the amount of paper ‘eaten' away small, all of the
listings of definition modules are presented here with most of the
comments removed. Please list the sources on your program disks
and keep these listings at hand when using the modules.
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Section 2. Terminal

1. General Description

The moduie Terminal is one of the standard moduies postulated by Prof. Wirth in
Programming in Modula-2. [t contains routines to read and write characters and
character strings from and to console.

2. Character Input

BusyRead returns either ASCIl.nul (0C) if no character was typed, or the character
that was typed. No echo occurs.

Read waits until a character is entered at the console. The character is then echoed

to the console and returned.

3. String Input

The string input procedures ReadString and ReadLn offer the following common CP/M
edit facilities:

-~ ASCll.bs (Backspace) or ASCll.del causes the deletion of the last
character in the string, if there are any characters in it.

- Ctri-X or ASCil.can clears the whole string entered so far.

- Ctri-C or ASCIl.etx causes program abortion and return to CP/M
(HALT) if entered as the first character of the input. Otherwise, it
has no effect.
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ReadString terminates its operation as soon as a space or any character with a lower
ordinal number in the ASCII| alphabet is entered, except for the edit function
characters. This is not quite comfortable on CP/M. Therefore, ReadlLn offers a similar
function, but only ASCll.cr or ASCII.If are recognized as terminators. So, use ReadlLn
to get a 'mormal' input line containing spaces etc. with a single call of an input
procedure. The ReadlLn procedure is compatible to the Volition Systems
implementation of Terminal.

The character that caused termination of a read string operation is assigned to the
variable termCH.

in general, it useful to read file names and single (text)word items with ReadString,
and items that may contain blanks by ReadlLn.

NOTE - ReadString as well as ReadlLn ignore leading blanks.
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4. The Interface

DEFINITION MODULE Terminal;

EXPORT QUALIFIED
termCH,
Read, BusyRead, ReadAgain, ReadString, ReadlLn,

Write,

VAR

WriteString, WritelLn;

termCH: CHAR;

PROCEDURE
PROCEDURE
PROCEDURE
PROCEDURE
PROCEDURE

PROCEDURE
PROCEDURE
PROCEDURE

END Terminal.

Read(VAR ch: CHAR);

ReadString(VAR string: ARRAY OF CHAR);
ReadLn(VAR string: ARRAY OF CHAR);
BusyRead(VAR ch: CHAR);

ReadAgain;

Write(ch: CHAR);
WriteString(string: ARRAY OF CHAR);
WritelLn;
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Section 3. SeqlO (Files)

1. General Description

This module is not truly portable among several implementations; it has to make some
compromises regarding machine dependency.

it is the standard file system provided with this implementation. It concentrates on
buffered sequential file 1/0O and character oriented device 10. Random file |/0O is
provided by the module Files.

SeqlO offers several unique features that make it easy to use, yet it is full featured
and very powerful.

2. File Names

The file names accepted by SeqlO procedures can have the following form:

FileName = [Drive ":"] Name ["." Extension] | Device ":".

Drive ='e' | .| '"P.

Name = FnChar [FnChar [FnChar [FnChar [FnChar [FnChar
[FnChar [FnChar]]11]1] .

Extension = FnChar [FnChar [FnChar]] .

Device = "CON" I "KRD" I "TRM" I ".sT" I "RDR" I "PUN",

FnChar =

IIAI ‘ N | d l g! I . l 11 | 9 l . | 19! | |$' | 191 ‘ %!

In words: A file name consists of an optional drive specifier denoting a CP/M drive
(the character may be lower case) separated by a colon from the name part. The
name part (which has to be specified) consists of 1 to 8 characters or digits. The
optional extension (often referred to as the file type) is separated by a dot and
consists of 1 to 3 characters or digits. Alternatively, you can also specify a device
name which consists of three letters and a semicolon.
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In name, extension, or device name, no interpunctuation symbols are accepted.

3. Error Handling

Errors may be processed in two ways when using SeqlO:

- The traditional way, testing for errors after each read/write opera-
tion, using the FileStatus procedure.

- The easier way using special error handler procedures, that can be
assigned to a file after it has been created or opened.

A file's handler procedure is automatically invoked after a read/write error has heen
detected. A handler procedure has to comply to a procedure type with the following
declaration:

TYPE FileHandler = PROCEDURE(VAR FILE);

To allow for general handlers, there is a utility procedure that retrieves a file's
name. So, you can write literal error messages including the file's name and take any
necessary actions (like closing the file).

WARNING - Handler procedures should limit their actions regarding SeqlO to
closing the erroneous file. Otherwise, it would be possible that the
handler gets re-invoked because of a second error.

To attach a handler to a file, use the SetFileHandler procedure after the file has
been successfully opened or created.
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4. Reading From Files

A typical command sequence to read from a file would be:

status := Open(file, name)

IF status = FileOK THEN
SetFileHandler(file, MyHandler);
WHILE NOT EOF(file) DO

Read(file, char);
END;

ELSE
WriteErrorMessage(file, message).

END;:

5. Writing to Files

To write to a file, you could use the following code:

status := Create(file, name)
IF status = FileOK THEN
SetFileHandler(file, MyHandler);
REPEAT
Write(file, char):
UNTIL dataExhausted OR FileStatus(f) # FileOK;
status := Close(file);
IF status = FileOK THEN
WriteErrorMessage(status);
END;
ELSE
WriteErrorMessage(status).
END:

NOTE - There is no implicit file closing on program end in Modula-2. Files are
unknown to the compiler, so it cannot generate such code. Therefore, a
call to close is mandatory for output files. For input files, close is
necessary to reclaim the space used by the file and its buffer.




